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I Let’s Learn About Drums

Drum Set Elements

Here are some basic terms related to drum sets.

Bass drum/Kick pedal
Played with a kick pedal, it’s the largest drum in the kit.
* Use a commercially available kick pedal.

Snare drum
The snare drum is the main “voice” of a drum kit.

Hi-hat/Hi-hat pedal

An acoustic hi-hat uses 2 cymbals mounted on a hi-hat
stand. Pressing the hi-hat pedal opens and closes it.

* TD-07KV2 (example) uses a single pad.

Acoustic drum

- Ride

Crash . . - :'}‘

Floor tom

Hi-hat pedal

Kick pedal Bass drum

Tom (Tom 1, Tom 2)
These are usually mounted above the bass drum.

Floor tom (Tom 3)

Sometimes called a bass tom, it either stands on its own legs
or is mounted on a stand.

Ride cymbal

Usually mounted on the right side of the drum kit, the ride
cymbal is principle elements in keeping time.

Crash cymbal

Smaller than the ride, the crash cymbal is mainly used for
accents.

V-drums (example: TD-07KV2)

Drum
sound
module

Kick
(Bass drum)

\} Kick pedal



Let’s Learn About Drums

The Basics of Playing

Drums are played using both hands and both feet.

Here we explain how to hold the sticks, strike the drums, and use the pedal.

Holding the sticks

The most common way to hold the sticks is called the
“matched grip”as shown in the illustrations below.

Left hand Right hand

Using the kick pedal
The kick pedal can be pressed in either of two ways: “heel
up”or“heel down".

Heel up

In this method, your heel floats above the pedal. With your
heel off the pedal, lower your entire foot to push down the
pedal. This method applies the full weight of your leg to the
pedal, making it easier for you to produce a stronger sounds
than the heel down method.

This is often used in rock and pop.

d N
Heel down

In this method, the entire bottom of your foot from heel to
toe stays in contact with the pedal. Use your ankle joint to
make your toes push down the pedal.

This method allows more precise control of the volume, and
is often used in jazz and bossa nova.

| 24 S

Using the snare

Head shot

Hit only the head of the pad. This is the most common
method to play the snare.

Y]
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Rim shot
Strike the head and the rim of the pad simultaneously.

A sound (rim sound) different than the head shot will be
heard.

Cross stick
Only strike the rim of the pad.

Velocity switching “snare rim” sound, played softly produces
a cross stick sound, and when played harder, produces a rim
shot sound.

= When playing cross stick, set XStickSens (p. 21) to anything
other than “OFF".

* To play the cross stick, be sure that you only strike the rim
of the pad. If you're resting your hand on the head, cross
stick playing technique might not be possible.

* This is effective only for a pad that is connected to the
“SN” connector of the dedicated connection cable.

* On some snare sounds, it might not be possible to play
separate sounds in this way.



Let’s Learn About Drums

Using the cymbals

Bow shot

The most common method, playing the middle area of the
cymbal.

Edge shot

Use the shoulder of the stick to hit the edge of the
cymbal pad (Hit the edge sensor position as shown in the
illustration).

Edge sensor

* Bow shots and edge shots can also be played on the
hi-hat.

Bell Shot (ride only)

This playing method involves striking the bell of the cymbal.

* Use a pad that supports the ride three-way trigger.

* Set the CR2Usage setting (p. 22) to“RDB".

* Strike the bell somewhat strongly with the shoulder of
the stick.

RS
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Choking a cymbal

Choking (pinching) the cymbal’s edge with the hand
immediately after hitting the cymbal will mute or choke the
sound, just like with a real cymbal.

* The Choke function only works when you grasp in
the area (where the edge sensor is) as shown in the
illustration. If you do otherwise, it will not work.

Edge sensor

Using the hi-hat

In an acoustic drum set, the hi-hat consists of two cymbals
placed facing each other vertically on a hi-hat stand. When
you press the pedal, the two cymbals will come together
(closed). When you release the pedal, the two cymbals will
separate (opened).

Closed

With the hi-hat pedal pressed firmly, strike the pad with a
stick. A short “chick” sound will be heard.

Half-open

With the hi-hat pedal pressed gently, strike the pad with a
stick. A slightly longer “swish” sound will be heard.

Open
With the hi-hat pedal completely released, strike the pad

with a stick. An even longer “sound” than the half-open
sound will be heard.

Foot closed

Just press the pedal without using a stick. This sound will be
softer and shorter than the closed sound played with a stick.
Useful for keeping time with this tight sound.

Foot splash

Press and immediately release the pedal without using a
stick. This is equivalent to momentarily clashing the two
cymbals of an acoustic hi-hat. It produces a “splash” sound
that is softer than the open strike.

o .




I Quick Start

Panel Descriptions

Display

This shows various
information depending on
the operation.

A short time after you turn
on the power, the DRUM KIT
screen (basic screen) appears.

= “Selecting a Drum Kit” (p. 7)

[$] (Bluetooth®) button

Lets you connect wirelessly
to your smartphone or a
similar device, and play the
drums while listening to a
song from your smartphone.
You can also use the TD-07
with a smartphone app.

= “Performing Along with a
Song from Your Smartphone”
(p-13)

= “Using the TD-07 with a
Computer or Smartphone
App” (p. 20)

[%¥] (SETUP) button

Lets you make detailed
settings for the TD-07 such as
adjusting the pad sensitivity
and performing a factory
reset.

= “Making Detailed Settings
(SETUP)" (p. 21)

[(H] (POWER) button

Turns the power on/off.

= “Turning the Power On/Off”
(p-6)

[«][»] buttons

Access the previous/next
page of the screen.

[*S] (EXIT) button

Cancels an operation.

—

Alternatively, returns to the
previous screen.

[3]] (ENTER) button

Confirms an operation or
value. Alternatively, proceeds
to the next screen.

[2Roland
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[\@] (COACH) buttons

Lets you use the coach menu
to practice drums in a way
that's appropriate for your
performance skill level.

= “Practicing in Coach Mode
(COACH)" (p. 8)

[&] (METRONOME) button

Allows you to sound the
metronome, or to make
settings for the tempo or beat.

The button will blink in time

with the metronome.

= “Playing with the Metronome”
(p.7)

h—

[®5]1 (DRUM KIT) button

Accesses the basic screen
where you can select drum
set sounds (drum Kkits).

You can also press this to
return to the basic screen
from another screen.

= “Selecting a Drum Kit” (p. 7)

Dial

In the DRUM KIT screen
(basic screen), turn the dial
to select drum set sounds
(drum kits).

This is also used to change
the value of the parameter
selected by the [«] [»]
buttons.

[«)] (VOLUME) button

Adjust the volume in 30 levels.

If a smartphone or similar
device is wirelessly
connected to the TD-07,
you can hold down the [3]]
(ENTER) button and use the
[«)] (volume) buttons to
adjust the smartphone’s
volume from the TD-07.

[#] (KIT EDIT) button

Lets you select sounds for the
pads, and apply effects to the
selected sounds.

= “Customizing a Drum Kit (KIT
EDIT)" (p. 14)




Quick Start

Connect Your Equipment

* To prevent malfunction and equipment failure, always turn down the volume, and turn off all the units before making any

connections.

rOUTPUT/PHONES jack

(Stereo miniature type)

(DCIN jack

Connect the included AC

adaptor here. Outputs the sound. Connect

headphones (sold separately)
or an amplified speaker
(sold separately).

rMIX IN jack (Stereo)

(Stereo miniature type)

Connect your audio player
or smartphone here. You can
perform along with a song
on the smartphone.

= “Performing Along
with a Song from
Your Smartphone”
(p-13)

(TRIGGER INPUT jack

Connect the included
dedicated connection cable
to this connector, and use

(USB COMPUTER port

(USB 2.0 Type-B)

If the TD-07 is connected to
your computer via a USB cable
(commercially available), you
can transmit and receive MIDI
and audio data.

= “Using the TD-07 with a
Computer or Smartphone
App” (p. 20)

it to connect the pads and
pedals.

Turning the Power On/0ff

Turning the Power On

1. Connect headphones (sold separately) or
amplified speakers (sold separately) to the
TD-07.

* If amplified speakers are connected, minimize the
volume of the amplified speakers.

2. Press the [®] (POWER)
button.
The power turns on.

3. If amplified speakers are
connected, turn on the
power of the amplified speakers, and adjust
the volume.

4, Use the [+)] (VOLUME)
buttons to adjust the
volume.

Turning the Power Off

1. If amplified speakers are connected to the
TD-07, minimize the volume of amplified
speakers and turn off their power.

2. Long-press the [®] (POWER) button.

The power turns off.

* You must turn off the power by pressing the [©] (POWER)
button. If you turn off the power by disconnecting the
power cord, the settings might not be saved correctly.

About Auto Off function

automatically.

The power to this unit turns off automatically to save energy
after a certain amount of time (20 minutes by default) has
passed since it was last used or since its buttons or controls
were operated (Auto Off function).

* [f you do not want the power to be turned off automatically,
disengage the Auto Off function (p. 26). Note that when the
setting is turned off, the unit may consume more power.

® You can simply turn the power back on after it has turned off




Quick Start

Playing

Playing drums is not only fun, but just about anyone can easily start playing — they make sound when you simply hit them!
Let’s start playing drums using the wide variety of built-in sounds.

Selecting a Drum Kit Playing with the Metronome

A drum kit consists of sounds assigned to each pad. In some Here's how you can play the drums while listening to the
cases, the sound will change depending upon your playing metronome.

dynamics.

1. Press the [&]
1. Press the [®7] (DRUM KIT) button. (METRONOME) button.
The metronome turns on, and
the button blinks in time with
the metronome tempo.

Alternatively, you can hold down the [2] (ENTER) button
and press the [&] (METRONOME) button to turn the
metronome on/off without switching screens.

2. Press the [&] (METRONOME) button once again
to turn the metronome off.

Changing how the metronome sounds

2. Use the dial to select a drum kit.

1. In the metronome screen, use the [«] [»]
buttons to select the item (parameter) that you
want to set.

2. Use the dial to change the value.

Parameter | Value Explanation

ON/OFF ON, OFF Turns the metronome on/off.
m Tempo 20-260 (bpm) Sets the tempo.

Level -INF-+6.0dB Sets the volume.

For a list of all the drum kits, visit the following website to
view the “TD-07 Data List” (Roland website). Beat 1-9 (beat) Sets the number of beats

per measure.
https://roland.cm/td-07kv2_om

J(half note)
Eﬁ . E J(quarter notes)
. Sets the interval of the
iy Rhythm J (eighth notes) metronome.
4 Dy (eighth note triplets)

J (sixteenth notes)
Pan L30-CTR-R30 Sets the stereo position.
Sets the sound of the

Sound TYPE1-TYPE15
3. Play the drums by striking the pad. metronome.
Specifies whether the
[&] (METRONOME) button
LED Sync ON, OFF blinks in time with the

metronome (ON) or does
not blink (OFF).

3. Press the [¥1] (DRUM KIT) button to return to
the DRUM KIT screen.



I Practicing in Coach Mode (COACH)

The TD-07 provides a “coach mode” that helps you to use your practice time most effectively. It contains five menus: TIME
CHECK, QUIET COUNT, AUTO UP/DOWN, CHANGE UP, and BLAST BEAST. You can use these menus to improve your skills in
speed control, precision, endurance, and timing.

Selecting a Practice Menu

1. Press the [\6] (COACH) button.
The COACH screen appears.

2. Use the [«] [»] buttons to select the practice menu, and press [2]] (ENTER) button.
For details on the contents of the practice menu, refer to the next section.

Correctly Playing in Time with the Beat (TIME CHECK)

This lets you practice drumming in accurate time along with the metronome.

1. In the TIME CHECK screen, press the [31] (ENTER)  T|ME CHECK settings

button‘ 0000000000000 00000000000000000000 0000

A two-measure count-in is played when you start. Lets you change the pads that are evaluated and the
number of measures that are scored.

If you decide to stop mid-way through practice, press the

[o] (EXIT) button. 1. In the TIME CHECK screen, use the [«] [»]
buttons to select the item (parameter) that you
2. Strike the pad in time with the metronome. want to set.
The display will indicate whether your pad strikes match .
the beat sounded by the metronome. 2. Use the dial to change the value.
Parameter | Value ‘ Explanation
Specifies whether the score will be shown in the
screen.
OFF Your performance will not be scored.
This ends when the specified time has elapsed, and the Only the timing will be checked.
strike timing is evaluated. Score The score will be shown in the
screen.
4,8,16,32 "
(measures) You can also spelq ythe.number
of measures you'll practice before
being scored.
* |f the tempo of your strikes is significantly inaccurate, it Specifies the strictness of scoring.
may be impossible to precisely determine the amount of Grade EASY Normal
Inaccuracy. HARD Timing will be checked more strictly.
KIK, SNR, .
3. Press the [*©] (EXIT) button to finish. PAD TOM,HH, | >elects the pads thatare used in the
RID, CYM :
20-260
Tempo Sets the tempo.
(bpm)

3. Press the [®1] (DRUM KIT) button to return to
the DRUM KIT screen.



Practicing in Coach Mode (COACH)

Developing Internal Timing Sense (QUIET COUNT)

This practice will help you develop a good sense of time/tempo. The metronome alternates between “sounding and not

sounding” at every specified length, and the cycle will repeat.

1. In the QUIET COUNT screen, press the [3]]
(ENTER) button.

[ MEMO ]

If you decide to stop mid-way through practice, press the
[©] (EXIT) button.

2. Strike the pad in time with the metronome.
The metronome will sound during the first few measures.
When you reach the last measure during which the
metronome will sound, the screen will indicate “Ready"

When the metronome stops sounding, the screen
indication will change to “QUIET!!” Continue striking the
pads during this time.

The strike timing is evaluated following the QUIET
interval.

3. Press the [©] (EXIT) button to finish.

QUIET COUNT settings

You can specify the number of measures in which the
metronome will sound and the number of measures in
which it will not sound.

1. In the QUIET COUNT screen, use the [«] [»>]
buttons to select the item (parameter) that you
want to set.

2. Use the dial to change the value.

Parameter | Value Explanation
Specify the length (measures) of the
2,4,8,16 interval for which the metronome
Measures . u [
(measures) | will alternate between “Sounding

and “Quiet”.

Of the measures specified by “Measures’, this
setting specifies the length of the measures that
will be “Quiet”

The length of the QUIET interval will

Quiet RANDOM randomly change each time.
Specifies the length (number of
124 measures) of the QUIET interval.
" * This setting cannot be longer
than half of the Measures value.
Tempo (28';;16)0 Sets the tempo.

3. Press the [#1] (DRUM KIT) button to return to
the DRUM KIT screen.



Practicing in Coach Mode (COACH)

Playing Along with a Changing Tempo (AUTO UP/DOWN)

The metronome increases and decreases tempo over time, to help develop stamina and endurance. The tempo will increase in
steps for each beat until the metronome reaches the upper limit; then the tempo will continue slowing down in steps until it
reaches the initial tempo. This cycle will repeat.

1. In the AUTO UP/DOWN screen, press the []] AUTO UP/DOWN settings
(ENTER)button. ©0000000000000000000000000000000000 00

A two-measure count-in is played when you start. Here you can specify the duration of your practice time, and
set the upper and lower tempo limits.

If you decide to stop mid-way through practice, press the

[o] (EXIT) button. 1. In the AUTO UP/DOWN screen, use the [«] [»]
buttons to select the item (parameter) that you
2. Strike the pad in time with the metronome. want to set.
The remaining time is shown in the lower right of the .
screen. 2. Use the dial to change the value.
Parameter Value ‘ Explanation
Specifies the time.
Duration 1,3,5,10,15 | Selects the duration (minutes)
* Auto Up/Down does not let you change the current MIN of practice.
tempo.
. L Specifies the upper tempo
* The current tempo value will be the lower tempo limit. limit.
MaxTempo 21-260 Thi ly be set t
* is can only be set to
This en‘ds‘wh‘en the specified time has elapsed, and the (bpm) avalue high)c/er than the
strike timing is evaluated. current tempo.
Tempo 20-260 Specifies the lower tempo
P (bpm) limit.

3. Press the [®] (DRUM KIT) button to return to
3. Press the [*©] (EXIT) button to finish. the DRUM KIT screen.

10



Practicing in Coach Mode (COACH)

Playing Along with a Changing Rhythm (CHANGE UP)

The rhythm type will change every two measures. Starting from half notes, the note values will gradually become shorter, and
will then return to half notes; this change in rhythms will be repeated.

1. In the CHANGE UP screen, press the [3]] CHANGE UP settings
(ENTER)button‘ ©000000000000000000000000000000000 00
A two-measure count-in is played when you start. Here's how to specify the duration of your practice time and
the tempo.
[ MEMO
If you decide to stop mid-way through practice, press the
[o] (EXIT) button. 1. In the CHANGE UP screen, use the [«]1[»]
buttons to select the item (parameter) that
2. Strike the pad in time with the metronome. you want to set.
During practice, the screen shows the tempo and the
rhythm type. The remaining time is shown in the lower 2. Use the dial to change the value.

right of the screen.

Parameter Value ‘ Explanation

Specifies the time.

Durati -
uration 1,3,5,10,15 MIN Sel_ects the duratlc?n
(minutes) of practice.
Tempo 20-260 (bpm) Sets the tempo

This ends when the specified time has elapsed, and the

strike timing is evaluated.
3. Press the [®¥] (DRUM KIT) button to return to

the DRUM KIT screen.

3. Press the [©] (EXIT) button to finish.

1



Practicing in Coach Mode (COACH)

Playing Hard and Fast (BLAST BEAST)

This mode lets you strike the pads as hard as possible and as fast as you can within 10 seconds, and then check how much you
played.

1. In the BLAST BEAST screen, press the [3]] BLAST BEAST Settings
(ENTER)button‘ 0000000000000000000000000000000000 00
Once BLAST BEAST mode starts, a three-second These settings let you change the practice mode and check
countdown is shown. the high score.

[MEMO ]

If you decide to stop mid-way through practice, press the 1. In the BLAST BEAST screen, use the [«] [»]

[+] (EXIT) button. buttons to select the item (parameter) that
you want to set.

2. Play the pad as hard and fast as you can for 10
seconds. 2. Use the dial to change the value.

The remaining time and the current score are shown in

Parameter Value Explanation
the top row of the screen.
This selects the practice mode.
Practices the velocity
Mode POWER x SPEED | (power) and speed with
which you strike the pad.
SPEED Practices the speed with
After 10 seconds has elapsed, the result of how strong which you strike the pad.
and fast you played the pad is shown. ALL, KIK, SNR,
PAD TOM, HH. RID, Stra;ict:its;he pad used for
M P :
Shows the high score for the current practice
Best
mode.
. CLEAR BEST Clezrs the high score for the current practice
3. Press the [©] (EXIT) button to finish. mode.
NOTE

Performing a factory reset (p. 27) clears the high score.

3. Press the [#1] (DRUM KIT) button to return to
the DRUM KIT screen.

12



I Performing Along with a Song from Your Smartphone

You can enjoy playing the drums along with songs on your smartphone or other mobile device (subsequently called

“smartphone”).

Connecting via a Cable to the MIX IN Jack

1. Connect a stereo mini-plug cable
(commercially available) from your
smartphone to the TD-07’s MIX IN jack (p. 6).

2. Play back a song on your smartphone.

3. Use your smartphone to adjust the volume of
the song.

Connecting Wirelessly via Bluetooth Function

In order to connect your
smartphone wirelessly to the
TD-07 via Bluetooth function,
you'll need to “pair” by registering
the TD-07 in your smartphone

so that the two devices can
authenticate with each other.

As an example, we explain how to make settings for an
iPhone.

* Once a smartphone has been paired with TD-07, there is

no need to perform pairing again. Refer to “Connecting
an already-paired smartphone” (p. 13).

Registering the smartphone (pairing)

1. Place the smartphone that you want to
connect near TD-07.

2. Press the [$] (Bluetooth) button.

3. Use the [«] [»] buttons to select “PAIRING”,
and press [&] (ENTER) button.

The TD-07 starts pairing, and the [$] (Bluetooth) button
blinks.

[ MEMO

If you decide to cancel pairing, press the [+] (EXIT) button.

4. Turn on the Bluetooth function of your
smartphone.

Bluetooth

Bluetooth '\D '

Now discoverable as

DEVICES 3% I

5. Tap “TD-07 AUDIO” that appears in the
smartphone’s Bluetooth “DEVICES” field.

TD-07 and smartphone are paired. When pairing is
completed, a display like the following appears.

“TD-07 AUDIO" is added to the “My devices”

ST 2013 area, and shown as “Connected”.
The indication “A” appears in the upper
right of the screen, and the [)B] (Bluetooth)
button is lit blue.

TD-07

6. Press the [¥1] (DRUM KIT) button to return to
the DRUM KIT screen.

Playing back songs from your smartphone

Since playback might be extremely loud, lower the volume
on your smartphone in advance.

When you play back a song on your smartphone, you hear
the sound from the headphones or amplified speakers that
are connected to the TD-07.

| MEMO J

Use your smartphone to adjust the volume of the song.

You can also make adjustments by holding down the TD-07's
[2] (ENTER) button and using the [#)] (volume) buttons.

* In order to change the volume of the smartphone by
operating the TD-07, your smartphone must support the
Bluetooth AVRCP protocol.

Connecting an already-paired smartphone

1. Turn on the Bluetooth function of your
smartphone.
TD-07 and the smartphone are connected wirelessly.

* |f the above step does not establish a connection, tap
“TD-07 AUDIO" that are shown in the “DEVICES” field of
the smartphone.

| MEMO J

By holding down the [#]] (ENTER) button and pressing the
[%] (Bluetooth) button you can turn on/off the TD-07’s
Bluetooth function.

13



l customizing a Drum Kit (KIT EDIT)

The TD-07 let’s you customize each pad’s sound and adjust the effects to your preferences.

* Since the TD-07 automatically saves the values that you change, there's no need to perform a specific operation to save
your settings. Settings are also saved when you turn off the power.

Kit edit menu

r
Indication Explanation Page Choosmg d Pad to Edlt
INSTRUMENT | Modifies the sound of each pad. To edit the settings for a pad, strike that pad to select
p.15 it. To select the rim of a pad, strike the rim.
KIT VOLUME Adjusts the volume of the drum kit.
TRANSIENT Boosts or cuts the attack or release of m
each pad’s sound. 0.16 ® You can also select the pad to edit by holding
Adjusts the tonal character of each ’ down the [&]] (ENTER) button and using the [«] [»]
PAD EQ .
pad (pad equalizer). buttons.
Adjusts the sound of the overhead ® You can also select the head or rim by holding
mics that capture the entire drum kit. down the [3] (ENTER) button and pressing the [©]
OVERHEAD This adjusts the sound’s spaciousness (EXIT) button.
and sense of stereo. You can specify
the amount of effect for each pad.
Simulates the reverberation and i i i
Simulates the reverberationand | Selecting an instrument for each strike
you're playing the drums. |0(at|0n
ROOM By applying the Room effect you can
give the drum sound a more natural For menus in which the “H&R Link” indication is
feel and a sense of presence. You can shown, you can switch between switching sound
specify the amount of effect for each .
pad parameters for head and rim as a set (ON) or
- - individually (OFF).
Lets you apply a variety of effects to
MEFX the overall drum kit. You can specify Head and rim parameters are selected as a set.
the amount of effect for each pad. Recommended parameters are selected as a set
KIT NAME Edit the name of the drum kit. p.18 depending on the parameter that you select.
Specifies the MIDI note number that . . . . .
MIDI NOTE is transmitted or received when you ON If the items selected as a set |r?clude |_dent|ca|
; parameters, they are automatically given the
strike a pad.
- - - same values.
KIT COPY Copies the settings of a drum kit. *  For some sounds, the same sound might be
Returns the drum kit settings to their | P- 19 selected for both head and rim.
KIT RESET
factory-set state. P be selected ind dently for head
OFF | Parameters can be selected independently for hea
and rim.
.
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Customizing a Drum Kit (KIT EDIT)

Editing the Sound of Each Pad (INSTRUMENT)

Here's how to edit each pad’s sound, and its pitch and decay.

1. Press the [€] (KIT EDIT) button.

2. Use the [«] [»] buttons to select
“INSTRUMENT", and press [2]] (ENTER) button.
The INSTRUMENT screen appears.

3. Strike the pad that you want to make settings.

4. To change a pad’s sound, turn the dial in the
INSTRUMENT screen.

[ MEMO

For a list of all sounds (an instrument list), visit the
following website to view the “TD-07 Data List”
(Roland website).

https://roland.cm/td-07kv2_om

[=] 3E [l
o

4

5. To edit the selected sound, use the [«] [»]
buttons to select an item (parameter), and use
the dial to edit the value.

Parameter | Value Explanation
Pitch *1 -100-+100 Pitch of the pad sound
_ Decay length of the pad
Decay *1 1-100 sound
Selects whether the head
. and rim parameters are
H&R Link ON, OFF edited as a set (ON) or
independently (OFF).

*1: Whether you can edit these parameters depends on
the sound that is selected. Also, these parameters do
not affect cross-stick sounds.

6. Press the [ ] (DRUM KIT) button to return to
the DRUM KIT screen.

Adjusting the Drum Kit's Volume
(KITVOLUME)

Here’s how to adjust the volume of the drum kit.

1. Press the [€] (KIT EDIT) button.

2. Use the [«] [»] buttons to select “KIT
VOLUME’, and press [2]] (ENTER) button.
The KIT VOLUME screen appears.

3. Use the [ 4] [»] buttons to select an item

Parameter | Value Explanation ; X
(parameter), and use the dial to edit the value.
Volume of the pad sound
Level -INF-+6.0dB
(level) Parameter | Value Explanation
Pan L30-CTR-R30 Stereo position of the pad Kit Drum kit volume
sound (pan) —
FootHH -INF-+6.0dB | Volume of the pedal hi-hat sound
Tuning *1 -100-+100 Tuning of the head E—
XStick Volume of the cross-stick sound
OFF, 1-9 (kick, R
snare, tom) ‘ . ) Balance between hi-hat open and
Muffling *1 OFF. 1-19 Muffling (muting) setting close volume
(cyn,nbal) Higher values increase the
volume of the hi-hat when played
CLEAR, COATED, e while open, relative to the volume
Head*1 PINSTRIPE Type of head Al 5=t when played while closed.
FELT1, 2, WOOD, Lower values deAcrease the
Beater *1 Type of beater volume of the hi-hat when played
PLSTIC1, 2 while open, relative to the volume
Size *1 1.0-40.0 Cymbal diameter when played while closed.
Openness of the hi-hat 4, Press the [®7] (DRUM KIT) button to return to
If something other than th
e DRUM KIT screen.
NORMAL, “NORMAL"is selected, the
Fixed *1 FIXED1—4 openness of the hi-hat does

not change, regardless of
how much you press the
hi-hat pedal.
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Customizing a Drum Kit (KIT EDIT)

Adjusting the Attack and Release
(TRANSIENT)

Here's how to emphasize or de-emphasize the attack or
release portion of the sound. You can adjust this individually
for each pad.

1. Press the [#] (KIT EDIT) button.

2. Use the [«] [»] buttons to select “TRANSIENT”,
and press [2]] (ENTER) button.
The TRANSIENT screen appears.

3. Strike the pad that you want to make settings.

4, Use the [ 4] [»] buttons to select an item
(parameter) and use the dial to edit the value.

Adjusting the Tonal Character of Each Pad
(PAD EQ)

Here’s how to adjust the tonal character of each pad (pad
equalizer).

1. Press the [€] (KIT EDIT) button.

2. Use the [«] [»] buttons to select “PAD EQ”, and
press [3]] (ENTER) button.
The PAD EQ screen appears.

3. Strike the pad that you want to make settings.

4. Use the [«] [»] buttons to select an item
(parameter) and use the dial to edit the value.

Parameter Value Explanation
Parameter Value Explanation ON/OFF ON, OFF Turns the effect on/off.
ON/OFF ON, OFF T the effect ff.
/! urns the effect on/o LoFrg 20Hz-1KHz Center frequency of the low
" Time over which the sound range
Time 1-10 rises (attack)
LoGain 15-+15dB f\mount of boost/cut for the
ow range
Attack Attack adjustment
-100-100 Width of the frequency range
Release Release adjustment MidQ 0.5-8.0 A higher Mid Q narrows the
Vol ] affected area.
. olume after transient is
-12.0-+6. . i
Gain 0-+6.0dB adjusted MidFrq 20HZz-16kHz IrCaelnngT:rfrequency of the mid
Selects whether the head and A t of boost/cut for th
. rim parameters are edited as MidGain -15-+15dB mount of boost/cut for the
H&R Link ON, OFF a set (ON) or independently mid range
(OFF). -
HiFrq 1kHz—16kHz Center frequency of the high
range
5. Press the [®¥7] (DRUM KIT) button to return to o Amount of boost/cut for the
the DRUM KIT screen. HiGain 15-+15dB | ik range
Selects whether the head and
. rim parameters are edited as
AL ON, OFF a set (ON) or independently
(OFF).
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5. Press the [®¥] (DRUM KIT) button to return to
the DRUM KIT screen.



Customizing a Drum Kit (KIT EDIT)

Adjusting the Stereo Feel of the Drum Kit
(OVERHEAD)

Here's how to adjust the sound of the overhead mics that
capture the entire drum Kkit.

This adjusts the sound’s spaciousness and sense of stereo.
You can specify the amount of effect for each pad.

1. Press the [#] (KIT EDIT) button.

2. Use the [«] [»] buttons to select “OVERHEAD”,
and press [2]] (ENTER) button.
The OVERHEAD screen appears.

3. Use the [«] [»] buttons to select an item
(parameter) and use the dial to edit the value.

Adjusting the Reverberation of the Drum
Kit (ROOM)

Here's how to simulate the reverberation and resonance of
the location in which you're playing the drums.

By applying the Room effect you can give the drum sound
a more natural feel and a sense of presence. You can specify
the amount of effect for each pad.

1. Press the [€] (KIT EDIT) button.

2. Use the [«] [»] buttons to select "ROOM”, and
press [3]] (ENTER) button.
The ROOM screen appears.

3. Use the [«] [»] buttons to select an item
(parameter) and use the dial to edit the value.

Parameter Value Explanation
ON/OFF ON, OFF Turns the effect on/off.
When you edit this
. . parameter, all settings other
SJIBELCSJEI?A;' than the overhead Level
WARM DRY. ! are changed to the optimal
Type MILD, BRIGHT, | V2Ues:
OTHER-1-4 To quickly obtain the sound
*1 you want, select the desired
template and then edit the
settings.
Mic TYPE1-10 Type of mic
Width 1-5 Distance between mics
Level -INF-+12.0dB Volume of overhead
Send INF-+6.0dB Amount of overhead applied
: to each pad
Selects whether the head
. and rim parameters are
AL ON, OFF edited as a set (ON) or
independently (OFF).

*1: Depending on the settings of each parameter, the
template name might not match the effect. Also, if
the default settings of the template do not match
the current values, an “*"is shown for the template
setting.

If you changed the template when the “*”is shown,
the values will return to the default values of the
template.

4, Press the [®¥] (DRUM KIT) button to return to
the DRUM KIT screen.

Parameter Value Explanation
ON/OFF ON, OFF Turns the effect on/off.
STUDIO1-1-4,
STUDIO2-1-4,
Type CLUB-1-4, Type of room
STAGE-1-4,
HALL-1-4
Distance 0-6 Sense, of dlstance'for the
room’s reverberation
Time 64-0 Reverberation time of the
room
Level -INF-+6.0dB Volume of reverb
Send INF—+6.0dB Amount of room applied to
each pad
Selects whether the head
. and rim parameters are
HERILink ON, OFF edited as a set (ON) or
independently (OFF).

4, Press the [®¥] (DRUM KIT) button to return to
the DRUM KIT screen.

17



Customizing a Drum Kit (KIT EDIT)

Applying an Effect to the Drum Kit (MFX)

Lets you apply a variety of effects to the overall drum kit. You
can specify the amount of effect for each pad.

1. Press the [€] (KIT EDIT) button.

2. Use the [«] [»] buttons to select “MFX”, and
press [2]] (ENTER) button.
The MFX screen appears.

3. Use the [«] [»] buttons to select an item
(parameter) and use the dial to edit the value.

Renaming the Drum Kit (KIT NAME)

Here's how to rename the currently selected drum kit.

1. Press the [&] (KIT EDIT) button.

2. Use the [«] [»] buttons to select “KIT NAME”,
and press [2]] (ENTER) button.
The KIT NAME screen appears.

Controller Explanation

Move the cursor to the character that you

[«1[»] buttons want to change.

Dial Change the character.

Parameter Value Explanation
ON/OFF ON, OFF Turns the effect on/off.
Type Type of multi-effect
Refer to Moves to a screen
“Data List” where you can edit
LR (Roland website) | the parameters of the
selected multi-effect.
Level INF+6008 | olumeof the effect
Send INF—+6.0dB Q}rr;c:éatpc;fdeffect applied
Selects whether the head
. and rim parameters are
LA S ON, OFF edited as a set (ON) or
independently (OFF).

For a list of multi-effect parameters, visit the following
website to view the “TD-07 Data List” (Roland website).

https://roland.cm/td-07kv2_om

Ok12310
g

4, Press the [®¥] (DRUM KIT) button to return to
the DRUM KIT screen.
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3. Press the [#1] (DRUM KIT) button to return to
the DRUM KIT screen.

Specifying MIDI Note Numbers (MIDI NOTE)

Here’s how to specify the MIDI note number of each pad in
the currently selected drum kit.

1. Press the [€] (KIT EDIT) button.

2. Use the [«] [»] buttons to select “MIDI NOTE”,
and press [2]] (ENTER) button.
The MIDI NOTE NO. screen appears.

3. Use the [«] [»] buttons to select the pad that
you want to edit, and use the dial to edit the
value.

Value Explanation

MIDI note number transmitted and received

0(C-)127-(G9) by each pad

Note messages are not transmitted or

o177 received

4, Press the [®¥] (DRUM KIT) button to return to
the DRUM KIT screen.

[ MEMO

If you're playing the TD-07’s internal sound engine from
an external MIDI device, and the received note number is
assigned to more than one pad, the pad that’s shown at
the top in the MIDI NOTE NO. screen will produce sound.
Pads that do not produce sound are indicated by an “*”
symbol at the right of the note number.



Customizing a Drum Kit (KIT EDIT)

Copying a Drum Kit (KIT COPY)

Here's how to copy the settings of a drum kit.

When you execute a copy operation, the contents of the
copy-destination are overwritten.

1. Press the [#] (KIT EDIT) button.

2. Use the [«] [»] buttons to select “KIT COPY”,
and press [21] (ENTER) button.
The KIT COPY screen appears.

3. Use the dial to select the copy-source drum kit.

4, Press the [»] button.

5. Use the dial to select the copy-destination
drum kit.

6. Press the [»] button.

7. Press the [31] (ENTER) button.
A confirmation message appears.

If you decide to cancel, press the [9] (EXIT) button.

8. Press the [2] (ENTER) button.
The drum kit is copied.

Resetting a Drum Kit's Settings (KIT RESET)

Here’s how to return the drum kit settings to their factory-
set state.

1. Press the [€] (KIT EDIT) button.

2. Use the [«] [»] buttons to select “KIT RESET”,
and press [21] (ENTER) button.
The KIT RESET screen appears.

3. Use the dial to select the drum kit that you
want to reset.

4, Press the [31] (ENTER) button.

A confirmation message appears.

If you decide to cancel, press the [+] (EXIT) button.

5. Press the [3]] (ENTER) button.
The drum kit returns to the factory settings.
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I Using the TD-07 with a Computer or Smartphone App

Using the TD-07 with Computer Software

If the TD-07 is connected to your computer via a USB cable (commercially available), you can transmit and receive MIDI and
audio data.

* A USB cable is not included. Use a USB2.0 Hi-Speed cable.
* Do not use a USB cable that is designed only for charging a device. Charge-only cables cannot transmit data.

In order to transmit and receive audio as USB AUDIO, you [ MEMO ]

mustinstall the USB driver. For details on downloading and installing the USB driver,
The USB driver is software that transfers data between the refer to the Roland website.

TD-07 and the software such as DAW on your computer. https://www.roland.com/support/

USB cable

(commercially available) SpECIfyIng the USB Driver

Here's how to switch between the TD-07’s dedicated USB
driver and the driver provided by your operating system.

Reference

In “Making System Settings” (p. 26), refer to “USBDrv” and
make the appropriate settings.

Using the TD-07 with a Smartphone App

You can connect the TD-07 with an app on your smartphone that supports Bluetooth MIDI (such as GarageBand).
As an example, we explain how to make settings for an iPhone.

Registering the smartphone (pairing)
0050000030000 00000000000000i000000000 Even if the “Devices” area shows the name of the product
that you're using (e.g., TD-07), do not tap it. If you tapped
1. Place the smartphone that you want to this, temporarily cancel the device registration, and
connect near TD-07. perform the procedure again from step 1.

2. Press the [}] (Bluetooth) button.
3. Use the [«] [»>] buttons to select “BT MIDI", and . »
use the dial to turn it “ON” 6. From your smartphone app, initiate pairing.

TD-07 and smartphone are paired. When pairing is
completed, a display like the following appears.

5. Start the app on your smartphone.

smartphone 122 indication “Connected” appears in the
The indication “M" appears in the upper right
If the TD-07’s Bluetooth function is off, turn it on. of the screen.
Hold down the [Z]] (ENTER) button and press the .
[3] (Bluetooth) button to switch the TD-07’s Bluetooth )
function on/off.
4, Turn on the Bluetooth function of your
smartphone. 7. Press the [¥7] (DRUM KIT) button to return to
Bluctooth the DRUM KIT screen.

Bluetooth ‘ o '

Now discoverable as I
DEVICES 3%
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I Making Detailed Settings (SETUP)

Lets you make detailed settings for the TD-07 such as adjusting the pad sensitivity, MIDI settings, and performing a factory

reset.

Setup menu
Indication Explanation Page
PAD Make settings to ensure that the TD-07 correctly processes the signals from the pads. Here you can adjust 21

the balance (sensitivity) between the force of a strike on a pad and the resulting volume. P

MIDI Make MIDI-related settings for the TD-07. 2%
SYSTEM Make settings for the TD-07's power supply, volume, display, and USB COMPUTER port input/output. P
VERSION Shows the TD-07's program version. 57
FACTORY RESET Return the TD-07 to its factory settings. P

Making Pad Settings

Here's how to make settings to ensure that the TD-07 correctly processes the signals from the pads. Here you can adjust the
balance (sensitivity) between the force of a strike on a pad and the resulting volume.

1. Press the [%#] (SETUP) button.

2. Use the [«] [»] buttons to select “PAD”, and press [2]] (ENTER) button.
The PAD screen appears.

3. Strike the pad that you want to make settings.

4, Use the [«] [»] buttons to select an item (parameter) that you want to edit, and use the dial to edit

the value.

Parameter

Value

Explanation

Type

Refer to “PAD Type
list” (p. 22)

Specify the pad type. You'll need to make these settings if you expand the pads of your drum set
or if you connect pads of a different type.

* When you specify the PAD type, the parameters such as Threshold, ADVANCED (with the
exception of certain parameters such as XtlkCancel) are set to optimal values. These values are
only general guidelines; you can make fine adjustments as appropriate according to how you
attach the pad and how you use it.

Sens

Adjusts the balance (sensitivity) between pad striking strength and volume.

Increasing this value increases the sensitivity, so that even soft strikes on the pad are sounded at
high volume. Decreasing this value decreases the sensitivity, so that even strong strikes on the
pad are sounded at low volume.

Threshold

Adjusts the minimum sensitivity of the pad.

This setting allows a trigger signal to be received only when the pad is above a determined force
level (velocity). This can be used to prevent a pad from sounding because of vibrations from
other pads.

While striking the pad, gradually raise the threshold value. If a soft strike on the pad fails to
produce sound, slightly lower this value. Repeat this to obtain the ideal setting.

XStickSens

OFF, 1-10

Specifies the strength of the strike at which the cross-stick sound and the rim shot sound are
switched.

Increasing this value causes the cross-stick sound to be heard even for a softer rim shot.
If this is “OFF”, the rim shot sound is heard even when you play a cross-stick strike.
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Making Detailed Settings (SETUP)

Parameter Value Explanation
If you want to expand the drum set, use the CR2 connector of the dedicated connection cable as
CR2 CR2.
* For an example of expanding the drum set, refer to “Expanding your drum set” (p. 23).
CR2Usage If you want to expand the drum set, use the CR2 connector of the dedicated connection cable as
RDB RIDE BELL.
* For an example of expanding the drum set, refer to “Expanding your drum set” (p. 23).
FootSpSens -10-+10 Adjusts the amount of how easy to make the foot splash.
When using a VH-10 or VH-11 hi-hat, adjust the offset on the TD-07.
VH Set - This is necessary in order to correctly detect open/close operations and pedal movement.
For details of the settings, refer to “Adjusting the Offset of the Hi-Hat (VH-10/VH-11)" (p. 23).
Refer to “Making
ADVANCED detailed settings in Moves to a screen where you can make more detailed adjustments for the pad.

ADVANCED" (p. 24)

5. Press the [®¥] (DRUM KIT) button to return to the DRUM KIT screen.

PAD Type list

Used Pad Type Rim shot | Bell shot | Choke play Used Pad Type Rim shot | Bell shot | Choke play
KD-A22 KDA22 - - - PD-8 PD8 v - v
KD-200 KD200 - - - VH-11 VH11 v - v
KD-180L KD180L - - - VH-10 VH10 v - v
KD-140 KD140 _ _ _ CY-16R-T CY16RT v v v
KD-120 KD120 - - - CY-15R CY15R v v v
KD-85 KD85 - - - CY-14CT CY14CT v - v
KD-10 KD10 - - - CY-14C CY14C v - v
KD-9 KD9 - - - CY-13R CY13R v v v
KD-8 KD8 - - - CY-12C CcY12C v - v
KD-7 KD7 - - - CY-12R/C CY12R/C v v v
KD-2 *1 | KD2 - - - CY-8 CY8 v - v
KDQ-8 KDQ8 - - - CY-5 CY5 v - v
KT-10 KT10 - - - CcYQ-12 cYQ12 v - v
KT-9 KT9 - - - BT1 - - -
PDA120L PDA120L v - - BT BT1SENS = N - -
PDA100L PDA100L v - - RT-30K RT30K - - -
PD-128 PD128 v - - RT-30HR RT30HR v - -
PD-125X PD125X v - - RT30HSN =3 - - -
PD-125 PD125 v - - RT-30H RT30HTM  wa| - - -
PD-108 PD108 v - - RT-10K RT10K - - -
PD-105X PD105X v - - RT-10S RT10S v - -
PD-105 PD105 v - - RT-10T RT10T N - -
PD-85 PD85 v - -

*1: TD-07DMK'’s kick pad.
PDX-100 PDX100 Y = = *2: When using the BT-1, it is possible to further increase the
PDX-12 PDX12 v - - sensitivity for soft strikes, but this increases the possibility of
PD-10H PD10H v - - unwanted triggering by vibration from the surroundings.
PD-8H PDSH / _ _ *3: Select this if you attach an RT-30H to the snare.
PDX-8 PDX8 v/ B B *4: Select this if you attach an RT-30H to a tom.
PDX-6 PDX6 v - -
PDQ-8S PDQ8S v - -
PDQ-8 PDQ8 - - -
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Making Detailed Settings (SETUP)

Adjusting the Offset of the Hi-Hat (VH-10/VH-11)

1. With the hi-hat completely separated from the
motion sensor unit, power-on the TD-07.

[ —clutch screw

Separated I _
— motion sensor unit

2. Loosen the clutch screw and let the hi-hat rest
naturally on the motion sensor unit.
3. Press the [%#] (SETUP) button.

4, Use the [«] [»] buttons to select “PAD”, and
press [2]] (ENTER) button.

5. Strike the hi-hat to select the pad.

6. Use the [«] [»] buttons to select“Type”, and
use the dial to select the type of hi-hat you're
using (VH-10 or VH-11).

7. Use the [«] [»] buttons to select “VH Set”, and
press [2]] (ENTER) button.

Expanding your drum set

8. If the screen indicates
“Turn screw L’ turn the
offset adjustment screw
counter-clockwise. If
the screen indicates “Turn screw R”, turn it
clockwise.

When the value shown in the lower left of the screen is

approximately 80 and the “OK!" indication appears, the
adjustment is complete.

9. Fasten the clutch screw so that the hi-hat
opens to the amount you prefer.

10. Press the [®¥] (DRUM KIT) button to return to
the DRUM KIT screen.

Adding a crash cymbal

This is an example setup in which the TD-07DMK2 is
supplemented by adding a separately sold cymbal (CY-8) as
“crash cymbal 2" (CR2).

Added CY-8

CR2 (CY-8) settings

1. Connect CR2 of the dedicated connection
cable to the CY-8 pad that you added.

2. As described in “Making Pad Settings” (p. 21),
set the CR2’s PAD Type to “CY8”", and set
CR2Usage to “CR2".

This completes settings.

Using a CY-14R-T instead of the CY-5 ride cymbal

Here’s an example of replacing the ride cymbal (CY-5) with a
separately sold CY-14R-T.

» Replaced witha
CY-14R-T

In this case, the CR 2 pad
cannot be connected.

RIDE (CY-14R-T) settings

1. To the CY-14R-T's BOW/EDGE OUTPUT jack,
connect the dedicated connection cable’s “RD”
connector, and to the BELL OUTPUT connector
connect the dedicated connection cable’s
“CR2" connector.

2. As described in “Making Pad Settings” (p. 21),
set the RD’s PAD Type to “CY16RT’, and set
CR2Usage to “RDB".

This completes settings.

23



Making Detailed Settings (SETUP)
Making detailed settings in ADVANCED

Parameter Value ‘ Explanation

Volume change in response to pad strike strength

Volume

The standard setting. This produces the most natural
LINEAR correspondence between playing dynamics and
volume change.

LINEAR Playing dynamics

Volume Volume
EXP1, EXP2 ‘ u Compared to “LINEAR’, strong dynamics produce a
greater change.

EXP1 Playing_ exp2  Playing

dynamics dynamics
Volume Volume
Curve u " i
LOG1, LOG2 ‘ Compared to “LINEAR’, a soft playing produces a
greater change.

LOG1 Playing. LO0G2 PIayingA

dynamics dynamics

Volume
SPLINE Extrem_e changes are made in response to playing
dynamics.
Playing

SPLINE  dynamics

Volume Volume
Very little dynamic response, making it easy to
LOUD1, LOUD2 m_alntaln strong volume levels. If you're using a drum
trigger as an external pad, these settings will produce

loup1 Playing Loupz2 Playing reliable triggering.
dynamics dynamics

Adjusts the balance between the force of striking the rim or edge and the loudness of the sound.

RimGain 0-3.2 If you increase this value, even soft strikes on the rim are sounded at high volume. If you decrease this
value, even strong strikes on the rim are sounded at low volume.

This setting specifies how easy it is to play a head shot or rim shot.

If the rim sound is heard when you play a head shot, increase this value. If the head sound is heard when
you play an rim shot, decrease this value.

H/R Adjust *1 | 0-80

If the rim shot sound is heard when you play a head shot, or if a head shot sound is heard when
you play a rim shot, make small changes to the H/R Adjust values while you continue trying out the
results. Extreme changes to the values will cause the wrong sound to be heard when you strike the
pad, for example producing the rim shot sound when you play a head shot.
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Making Detailed Settings (SETUP)

Parameter

Value

Explanation

RetrgCancel

1-16

Detecting trigger signal attenuation (Retrigger Cancel)

When you strike a snare drum etc. to which a commercially available
drum trigger is attached, there might be cases in which the waveform is
misshapen, causing another trigger to unintendedly occur at point “A”in
the following illustration (retriggering).

This occurs in particular at the decaying edge of the waveform.
Retrigger Cancel detects such distortion in and prevents retriggering
from occurring.

While repeatedly striking the pad, raise the “Retrigger Cancel” value until retriggering no longer occurs.

Although setting this to a high value prevents retriggering, it then becomes easy for sounds to be
omitted when the drums played fast (roll etc.). Set this to the lowest value as possible while still
ensuring that there is no retriggering.

[ MEMO

You can also eliminate this problem of retriggering with the Mask Time setting. Mask Time does not
detect trigger signals if they occur within the specified amount of time after the previous trigger
signal was received. Retrigger Cancel detects the attenuation of the trigger signal level, and triggers
the sound after internally determining which trigger signals were actually generated when the head
was struck, while weeding out the other false trigger signals that need not trigger a sound.

XtlkCancel

1-80

If more than one pad (or acoustic drum to which a drum trigger is attached) is mounted on the same
stand, you can use this setting to prevent the vibrations caused by striking a pad from producing
unintentional triggering (crosstalk) for a different pad (or drum trigger). For example, if pad B
unintendedly sounds when you strike pad A, increase the XtlkCancel value of pad B until crosstalk no
longer occurs. If this value is raised excessively, the sound of pad B will tend to drop out when pad A and
pad B are struck simultaneously.

ScanTime

0-4.0ms

Trigger signal detection time (Scan Time)

Since the rise time of the trigger signal waveform may differ slightly
depending on the characteristics of each pad or acoustic drum trigger
(drum pickup), you may notice that identical hits (velocity) may produce
sound at different volumes. If this occurs, you can adjust the “Scan Time” so
that your way of playing can be detected more precisely.

While repeatedly hitting the pad at a constant force, gradually raise the
Scan Time value from 0 msec, until the resulting volume stabilizes at the loudest level. At this setting, try
both soft and loud strikes, and make sure that the volume changes appropriately.

* As the value is set higher, the time it takes for the sound to be played increases. Set this to the lowest
value as possible.

MaskTime

0-64ms

Double triggering prevention (Mask Time) Mask Time
When playing a kick trigger, the beater can bounce back and hit —,:

the head a second time immediately after the intended note—with
acoustic drums sometimes the beater stays against the head—this
causes a single hit to “double trigger” (two sounds instead of one).
The Mask Time setting helps to prevent this. Once a pad has been LS

hit, any additional trigger signals occurring within the specified ound not produced
“Mask Time” will be ignored.

Time

Adjust the “Mask Time” value while playing the pad. When using a kick trigger, try to let the beater
bounce back and hit the head very quickly, then raise the “Mask Time” value until there are no more
sounds made by the beater rebound.

Increasing this value makes it more likely that a note played in rapid succession will drop out. Set this to
as low a value as possible.

[ MEMO

If two or more sounds are being produced when you strike the head just once, then adjust Retrig
Cancel.

*1: For some PAD Type settings, this cannot be specified.
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Making Detailed Settings (SETUP)

MIDI Settings
Here's how to make MIDI-related settings for the TD-07.
1. Press the [%¥] (SETUP) button.

2. Use the [«] [»] buttons to select “MIDI”, and
press [2]] (ENTER) button.

3. Use the [«] [»] buttons to select the item
(parameter) that you want to edit, and use the
dial to change the value.

Making System Settings

Here's how to make settings for the TD-07's power supply,
volume, display, and USB COMPUTER port input/output.

1. Press the [%#] (SETUP) button.

2. Use the [«] [»] buttons to select“SYSTEM”",
and press [2]] (ENTER) button.

3. Use the [«] [»] buttons to select the item
(parameter) that you want to edit, and use the

- dial to change the value.
Parameter Value Explanation
Channel 1-16Ch Transmit and receive channel. BEIIE T WA A B AN
Tx/Rx Sw OFF ON Turns the transmitting and LCDContrast | 1-16 A.djusts the brightness of the
’ receiving MIDI messages on/off. display.
Turns program change Adjusts the input level of the
ProgChgTx |OFFON |, -\ cmission on/off USB In -36-+12dB | USB audio that is input via the
ProaCha R OFF. ON Turns program change reception USB COMPUTER port.
rogthg hx ’ on/off Adjusts the output level of the
. USB Out -24-+24dB USB audio that is output via the
Turns on/off the connection
USB COMPUTER port.
between the performance data
from the pads and the TD-07’s Changes the USB driver mode.
sound generator section Specify “GENERIC” if you want to
Local Ctrl OFF, ON Normally you'll leave this “ON" use the generic driver provided
If this is “OFF’, the performance P\}'gngggf,r?tmg system, or
data from the pads is not GENERIC, he TD-07" ' dyc:jq wan; (tjo_use
connected to the TD-07's sound USBDrv VENDOR the 'd_(zi ; Re llca(t:'je river
generator section. provided by Rofand.
- - * If you change this setting, it
Sp.eaﬁes operafclon Whgn you takes effect when the TD-07’s
strike a pad while choking it. X
power is turned off and on
If this is “ON’, striking a pad while again.
Choke Shot | OFF, ON choking it causes it to be muted o
immediately after sounding. If |dfth'5 s OfN  the vo!udme of yot(er
this is “OFF’, immediate muting Ifr;gz Evzrn(t)rtr:gr]gfelcst yiﬂfase .
d t if trik
oes not oceur even  you strike Earplugs OFF, ON hearing from high volume, such
a pad while choking it. ! .
- - as when children are using the
Device ID setting TD-07, we recommend that you
The setting described here is turn this “ON".
. necessary only when you wish Turns the power off
Device ID 17-32 to transmit separate data to two automatically when no pad has
or more TD-07 units at the same OFF, been struck and no operation
time. Do not change this setting TOMINS, performed within the specified
in any other case. AutoOff 20MINS, time (10 minutes, 20 minutes, 30
Specifies whether changes to the zg,\glL'J\les minutes, 4 hours).
SysExTx OFF, ON TD-07’s settings are transmitted If this is “OFF", the power does
as system exclusive messages not turn off automatically.
(ON) or not transmitted (OFF).
Specifies whether system 4, Press the [%¥] (DRUM KIT) button to return to
SysEx Rx OFF, ON exclusive messages are received
(ON) or not received (OFF). the DRUMKIT screen.

4, Press the [®¥] (DRUM KIT) button to return to
the DRUM KIT screen.
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Making Detailed Settings (SETUP)

Viewing Version Information

Here's how to show the TD-07's program version.

If a new system program is released, you can update the
TD-07. For details, refer to the following URL.

https://www.roland.com/support/
Enter the model name — refer to “Updater and Driver”

1. Press the [$#] (SETUP) button.

2. Use the [«] [»] buttons to select “VERSION”,
and press [2]] (ENTER) button.

The TD-07’s version information is shown.

3. Press the [®1] (DRUM KIT) button to return to
the DRUM KIT screen.

Restoring the Factory Settings

The “Factory Reset” operation returns all data and settings
stored in the TD-07 to their factory-set condition.

When you execute this operation, all data and settings in
the TD-07 will be lost.

1. Press the [3¥] (SETUP) button.

2. Use the [«] [»] buttons to select “FACTORY
RESET’, and press [2]] (ENTER) button.

A confirmation message appears.

If you decide to cancel, press the [+] (ENTER) button.

3. Press the [21] (ENTER) button.

The “Factory Reset” operation will be executed.
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I Troubleshooting

Troubles

‘ Items to check

‘ Action

‘ Page

Troubles with sound

Connect amplified speakers or headphones to the

07" f p.6
Is the TD-07 correctly connected to the TD-07's OUTPUT/PHONES jack.
amplified speaker or headphones? If you're connecting an amplified speaker, connect to ~
the amplified speaker’s input jack.
Is the dedicated connection cable correctly
connected to the TRIGGER INPUT connector Check the connections. “Setup Guide”
located on the bottom of the TD-07?
Coulq an audio cable of headphones or Try using a different cable. B
amplified speaker be broken?
No sound /
Insufficient volume If sound is not output from the amplified If sound is being gutput, elther‘the connection
y X cable of the amplified speaker is broken, or there
speaker that’s connected, is sound output - If ion in th lified ker that" -
when you connect headphones? is a malfunction in the amplified speaker that'’s
’ connected. Check the connected device and cable.
Could the TD-07's volume be lowered?
Could the volume of the connected amplified
?
speaker be lowered? Adjust the volume to an appropriate level -
Could the volume be lowered on the
smartphone etc. that’s connected to the MIX
IN jack or via Bluetooth?
Are the cables correctly connected to each . “ A
pad and pedal? Connect the appropriately labeled cable to each pad. | “Setup Guide
A specific pad does Could the pad sensitivity be lowered? Adjust the pad sensitivity (Sens).
not sound
If you expanded the pads or replaced a pad p.21
with a different type of pad, is the pad type Adjust the pad type.
specified correctly?
No sound when you | Is the cable labeled KIK connected to the kick
press the kick pedal pad?
Check the connections. “Setup Guide”
No sound when you | Is the cable labeled HHC connected to the
press the hi-hat pedal | hi-hat pedal?
Note the following points, and make changes to the
attached positions.
® Separate the pads so that they do not touch each
other.
® Firmly tighten the pad attachment knob when
The sound of another | If multiple pads are attached to the same attaching it to the stand.
pad is also heard stand, the vibration of a strike can be B
when you strike the | transmitted to another pad, causing it to In some cases, sound from a monitor speaker might
pad. sound inadvertently. cause unintended triggering.
® Set up the pads at a distance from the speakers
® Angle the pads, placing them where they are less
likely to be affected by the sound
® Increase the pad’s minimum sensitivity value
(Threshold) (p. 21)
Two or more notes Fasten the pad firmly to the stand.
are sounded when Is the pad fastened to the stand? K p.25
you strike once Also set the RetrigCancel parameter.
, Adjust the mesh head tension. Use a drum key to
FE BB 2R Is the snare and tom pad's mesh head adjust the pad’s tuning bolts. Slightly higher tension | “Setup Guide”

reliably

tensioned evenly?

is good for proper triggering.
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Troubleshooting

Troubles with USB

Is the USB cable connected correctly?

Check the connections.

Can’t communicate

In order to transmit and receive audio as USB
AUDIO, the USB driver must be installed.

Install the USB driver on your computer.

with a computer

Are you using a cable that supports USB 2.0?

The product cannot be used the cable that supports
USB 3.0. Use the cable that supports USB 2.0.

Troubles with MIDI

Have the settings for “Driver Mode” been
made correctly?

Choose the setting that’s appropriate for your
situation.

No sound from an

Is the MIDI channel set correctly?

Set the MIDI channels of the product and external
MIDI device to the same setting.

external MIDI device

Has the note number been set properly?

Set the pad’s “MIDI NOTE NO".

p.18

Troubles with Bluetooth functionality

Troubles Items to check/Action Page
Turn this unit’s Bluetooth function “ON".
[31 (Bluetooth)—[»]1“ON/OFF"—dial (ON)
Bluetooth audio function:
“TD-07"is not shown Could this unit’s Bluetooth function be When you initiate pairing ([2]] (ENTER) button), the device p.13
on your smartphone “OFF"? name “TD-07 AUDIO” appears on your smartphone. p.20

Bluetooth MIDI function:
[31 (Bluetooth)—[»]1“BT MIDI"—dial (ON)

Initiate pairing from the settings of your Bluetooth MIDI
compatible app (such as GarageBand).

Can't connect to
Bluetooth audio

If your smartphone’s Bluetooth device list
shows “TD-07 AUDIO”

In your smartphone’s settings, temporarily remove the
registration of the “TD-07 AUDIO” Bluetooth device, turn the
Bluetooth function off and then on again, and execute pairing
once again.

If your smartphone’s Bluetooth device list
does not show “TD-07 AUDIO”

In your smartphone’s settings, turn the Bluetooth function off
and then on again, and then initiate pairing from the TD-07 to
pair it once again.

Can't connect to
Bluetooth MIDI

For the Bluetooth MIDI function, you'll execute pairing not via the Bluetooth settings of your smartphone,
but by using the settings within your Bluetooth MIDI compatible app (such as GarageBand). Even if your
smartphone’s Bluetooth device list shows “TD-07 MIDI", do not tap it. If you tapped it by mistake, cancel
“TD-07 MIDI", turn the Bluetooth function off and then on again, and make the connection again.

A paired smartphone
does not connect

on again might make connection succeed.

If connection occurs but is immediately broken, turning the smartphone’s Bluetooth function off and then

Can’t execute pairing
between a smartphone

and one of the TD-07 of

multiple units

If you are pairing with your smartphone

in a location where there are multiple TD-07
units, you can assign an ID to each unit.
When you specify a Device ID, the specified
number is added to the end of the device
name that is shown on your smartphone.

(Example)
“TD-07 AUDIO 1"“TD-07 MIDI 1" etc.

[®] (Bluetooth)—=[»]“BT ID"—dial (1-99)—[%f] (DRUM KIT)

* If you assign a Device ID, it takes effect when the TD-07
exits from the BLUETOOTH screen.
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I Main Specifications

Drum kits 50 (Preset: over 20)
Instruments 143
Pad Equalizer: each pad
Effect Types Overhead Mic Simulator
Room
Multi-Effects: 1 system, 30 types
Supported standards: Bluetooth Ver 4.2
Bluetooth Supported profile: A2DP (Audio), GATT (MIDI over Bluetooth Low Energy)
Codec: SBC (Support to the content protection of the SCMS-T method)
Display 16 characters x 2 lines LCD (with backlight)
Power Supply AC adaptor (DC 12V)
Current Draw 250 mA
Power consumption when in OFF mode 01w

(when the power automatically turns off)

185 (W) x 36 (D) x 177 (H) mm

Dimensions
7-5/16 (W) x 1-7/16 (D) x 7 (H) inches
Weight 407 g
(excluding AC adaptor) 15 oz
Setup Guide
. Leaflet “USING THE UNIT SAFELY”
Accessories
AC adaptor
Drum key

Options (sold separately)

Personal drum monitor: PM series
V-Drums accessory package: DAP-3X
V-Drums mat: TDM series

Noise eater: NE series *1

V-Drums smartphone holder: RSH-10
Kick drum patch: KDP-5

*1: NEQ-K cannot be used.

* This document explains the specifications of the product at the time that the document was issued. For the latest

information, refer to the Roland website.
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Vs For the U.K.ﬂ
IMPORTANT: THE WIRES IN THIS MAINS LEAD ARE COLOURED IN ACCORDANCE WITH THE FOLLOWING CODE.

BLUE: NEUTRAL
BROWN: LIVE

As the colours of the wires in the mains lead of this apparatus may not correspond with the coloured markings identifying
the terminals in your plug, proceed as follows:

The wire which is coloured BLUE must be connected to the terminal which is marked with the letter N or coloured BLACK.
The wire which is coloured BROWN must be connected to the terminal which is marked with the letter L or coloured RED.

S Under no circumstances must either of the above wires be connected to the earth terminal of a three pin plug. )

Ve For the USA N

SUPPLIER’S DECLARATION OF CONFORMITY
Compliance Information Statement

Model Name:  TD-07
Type of Equipment:  Drum Sound Module
Responsible Party:  Roland Corporation U.S.
Address: 200 N. Pacific Coast Highway, Suite 1250, El Segundo, California 90245
Telephone:  (323) 890-3700

/ For the USA N

This transmitter must not be co-located or operated in conjunction with any other antenna or transmitter.

(FCC Part15 Subpart C §15.247)

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment and meets the FCC radio
frequency (RF) Exposure Guidelines as this equipment has very low levels of RF energy.

(FCC Part15 Subpart C §15.247) )

For Canada

This device contains licence-exempt transmitter(s)/receiver(s) that comply with Innovation, Science and Economic Development Canada’s
licence-exempt RSS(s). Operation is subject to the following two conditions:

1. This device may not cause interference.

2. This device must accept any interference, including interference that may cause undesired operation of the device.

L'émetteur/récepteur exempt de licence contenu dans le présent appareil est conforme aux CNR d'Innovation, Sciences et Développement
économique Canada applicables aux appareils radio exempts de licence. L'exploitation est autorisée aux deux conditions suivantes:

1. L'appareil ne doit pas produire de brouillage;

2. L'appareil doit accepter tout brouillage radioélectrique subi, méme si le brouillage est susceptible d’en compromettre le fonctionnement.

(RSS-Gen §8.4)

This equipment complies with ISED radiation exposure limits set forth for an uncontrolled environment and meets RSS-102 of the ISED
radio frequency (RF) Exposure rules as this equipment has very low levels of RF energy.

Cet équipement est conforme aux limites d’exposition aux rayonnements énoncées pour un environnement non controlé et respecte
les régles d’exposition aux fréquences radioélectriques (RF) CNR-102 de I'lSDE puisque cet appareil a une niveau tres bas d’energie RF.

(RSS-102 §6.3)
. J




For EU countries —\

European Community Declaration of Conformity

Hereby, Roland Corporation declares that the radio equipment type Bluetooth is in compliance with Directive 2014/53/EU.

English The full text of the EU declaration of conformity is available at the following internet address.
Bulgarian C HacToswoTo Roland Corporation geknapupa, Ye 1031 TN pagnocbopbxeHue Bluetooth e B cboteetcTame ¢ lupektusa 2014/53/EC.
LianocTHuAT TekcT Ha EC leknapauaTa 3a CbOTBETCTBME MOXE /1 Ce HAMEPU Ha ClIefiHUA NHTEPHET afpec.
Crech Timto Roland Corporation prohladuje, Ze typ radiového zafizeni Bluetooth je v souladu se smérnici 2014/53/EU.
zec Uplné znéni EU prohlaseni o shodé je k dispozici na této internetové adrese.
Danish Hermed erklaerer Roland Corporation, at radioudstyrstypen Bluetooth er i overensstemmelse med direktiv 2014/53/EU.
EU-overensstemmelseserklzeringens fulde tekst kan findes pa fglgende internetadresse.
German Hiermit erklért Roland Corporation, dass der Funkanlagentyp Bluetooth der Richtlinie 2014/53/EU entspricht.
Der vollsténdige Text der EU-Konformitétserklarung ist unter der folgenden Internetadresse verfiigbar.
E X Kéesolevaga deklareerib Roland Corporation, et kdesolev raadioseadme tlilip Bluetooth vastab direktiivi 2014/53/EL nduetele.
stonian ELi vastavusdeklaratsiooni téielik tekst on kéttesaadav jargmisel internetiaadressil.
Greek Me v mapouvoa o/n Roland Corporation, SnAwvel 61t o padloe§onhiopdg Bluetooth minpoi tv odnyia 2014/53/EE.
To mA\fjpeg Keipevo tng SAwaong ouppdpewong EE SiatiBetat otnv akdAoubn 1otooehida oto Siadiktuo.
Spanish Por la presente, Roland Corporation declara que el tipo de equipo radioeléctrico Bluetooth es conforme con la Directiva 2014/53/UE.
El texto completo de la declaracién UE de conformidad esté disponible en la direccion Internet siguiente.
F h Le soussigné, Roland Corporation, déclare que I'équipement radioélectrique du type Bluetooth est conforme a la directive 2014/53/UE.
renc Le texte complet de la déclaration UE de conformité est disponible a I'adresse internet suivante.
[talian Il fabbricante, Roland Corporation, dichiara che il tipo di apparecchiatura radio Bluetooth & conforme alla direttiva 2014/53/UE.
Il testo completo della dichiarazione di conformita UE é disponibile al seguente indirizzo Internet.
Latvian Ar S0 Roland Corporation deklaré, ka radioiekarta Bluetooth atbilst Direktivai 2014/53/ES.
Pilns ES atbilstibas deklaracijas teksts ir pieejams $ada interneta vietné.
Lithuanian A3, Roland Corporation, patvirtinu, kad radijo jrenginiy tipas Bluetooth atitinka Direktyvg 2014/53/ES.
Visas ES atitikties deklaracijos tekstas prieinamas Siuo interneto adresu.
Croatian Roland Corporation ovime izjavljuje da je radijska oprema tipa Bluetooth u skladu s Direktivom 2014/53/EU.
Cjeloviti tekst EU izjave o sukladnosti dostupan je na sljedecoj internetskoj adresi.
Hungarian Roland Corporation igazolja, hogy a Bluetooth tipusu radiéberendezés megfelel a 2014/53/EU irdnyelvnek.
Az EU-megfelelségi nyilatkozat teljes sz6vege elérhetd a kévetkezd internetes cimen.
Maltese B'dan, Roland Corporation, niddikjara li dan it-tip ta’taghmir tar-radju Bluetooth huwa konformi mad-Direttiva 2014/53/UE.
It-test kollu tad-dikjarazzjoni ta’ konformita tal-UE huwa disponibbli f'dan l-indirizz tal-Internet li gej.
Dutch Hierbij verklaar ik, Roland Corporation, dat het type radioapparatuur Bluetooth conform is met Richtlijn 2014/53/EU.
De volledige tekst van de EU-conformiteitsverklaring kan worden geraadpleegd op het volgende internetadres.
Polish Roland Corporation niniejszym oswiadcza, ze typ urzadzenia radiowego Bluetooth jest zgodny z dyrektywa 2014/53/UE.
Petny tekst deklaracji zgodnosci UE jest dostepny pod nastepujacym adresem internetowym.
O(a) abaixo assinado(a) Roland Corporation declara que o presente tipo de equipamento de radio Bluetooth esta em conformidade
Portuguese |com a Diretiva 2014/53/UE.
O texto integral da declaracéo de conformidade esté disponivel no seguinte endereco de Internet.
R . Prin prezenta, Roland Corporation declard ca tipul de echipamente radio Bluetooth este in conformitate cu Directiva 2014/53/UE.
omanian Textul integral al declaratiei UE de conformitate este disponibil la urmdtoarea adresa internet.
Slovak Boland ;orporation tymto vyhlasuje, ze radiové zariadenie typu Bluetooth je v silade so smernicou 2014/53/EU.
Uplné EU vyhldsenie o zhode je k dispozicii na tejto internetovej adrese.
Slovenian Roland Corporation potrjuje, da je tip radijske opreme Bluetooth skladen z Direktivo 2014/53/EU.
Celotno besedilo izjave EU o skladnosti je na voljo na naslednjem spletnem naslovu.
Finish Roland Corporation vakuuttaa, etta radiolaitetyyppi Bluetooth on direktiivin 2014/53/EU mukainen.
nis EU-vaatimustenmukaisuusvakuutuksen tdysimittainen teksti on saatavilla seuraavassa internetosoitteessa.
swedish Harmed forsdkrar Roland Corporation att denna typ av radioutrustning Bluetooth 6verensstaimmer med direktiv 2014/53/EU.

Den fullstandiga texten till EU-forsakran om Gverensstammelse finns pa féljande webbadress.

The Declaration of Conformity may be consulted in Downloads menu of this product at the following internet address.
This unit has an RF transmitter(s) with the following specification.

® Operating frequency: 2400-2483.5 MHz

® Maximum RF transmit power: 2.5 mW

N

https://roland.cm/RED_DoC
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